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Console I/O | Inputs

Console I/O | Outputs

Last Modified: 2-8-2026

Last Modified: 2-8-2026

Console: SQ5
Input Name Device Location +48 Notes

Console: SQ5
Output Name Device Location Notes

CH1 QLab 1 Mac Mini FOH No Main Left
CH2 QLab 2 Mac Mini FOH No Main Right
CH3 QLab 3 Mac Mini FOH No Side Left
CH4 QLab 4 Mac Mini FOH No Side Right
CH5 QLab 5 Mac Mini FOH No Rear Left
CH6 QLab 6 Mac Mini FOH No Rear Right
CH7 Monitor PCC Mic FOH No
CH8 SM Mic SM58 FOH No May pull input from comm base station instead

AUX1 Main HL Mackie SA1521z On Stage
AUX2 Main HR Mackie SA1521z On Stage
AUX3 Side HL QSC K8.2 In House
AUX4 Side HR QSC K8.2 In House
AUX5 Rear HL QSC K8.2 In House
AUX6 Rear HR QSC K8.2 In House
AUX7 Monitor QSC CP8 Backstage
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VEAL

Equipment List
Last Modified: 1-27-2026

Item(s) Category # From To Return Description Notes
Console

Show Control/Networking

Comm.

Power

Mics

Speakers/Rigging

Cable

Allen & Heath SQ5 Console 1 Shop AR217 Shop Audio console
Allen & Heath AR2412 Rack 1 Shop AR217 Shop Stagebox backstage

Apple Macbook Pro PC 1 Shop AR217 Shop QLab computer Includes power cables
Go Box Prime PC 1 Shop AR217 Shop QLab trigger

Cisco SG350-10 Rack 2 Shop AR217 Shop Secondary & Primary Network Switches

ClearCom FSII-BASE-II-X5 Rack 1 Shop AR217 Shop Comm Wireless Base Station
ClearCom FSII-BP-Shop Comm 8 Shop AR217 Shop Comm Beltpack Transceiver

ClearCom AC60 Comm 2 Shop AR217 Shop Comm Battery Charger Bank w/ psu
ClearCom BAT60 Comm 8 Shop AR217 Shop Comm Battery

ClearCom FSII-TCVR-24-US Comm 2 Shop AR217 Shop Comm Antenna Transceiver w/ psu
ClearCom CC-XXX Comm 8 Shop AR217 Shop Comm Headset

Furman M-8x2 Rack 2 Shop AR217 Shop Rack Power Conditioner

SM Mic Mic 1 Shop AR217 Shop SM Talkback Mic Push to talk mic
Room Mic Mic 1 Shop AR217 Shop Backstage feed
Mic stand Mic 1 Shop AR217 Shop Room mic stand

Mackie SA1521z Speaker 2 Shop AR217 Shop PA System Main HL & HR speakers
QSC K8.2 Speaker 4 Shop AR217 Shop PA System Side & rear HL & HR speakers

Speaker Stands Rigging 4 Shop AR217 Shop PA System Rigging Estimated height is 6 ft.
QSC CP8 Speaker 1 Shop AR217 Shop Monitor speaker

IEC Cable Cable 7-8 Shop AR217 Shop Speaker power cable
Speaker XLR Cable 7-8 Shop AR217 Shop Speaker audio cable ~400 ft
Power strip Cable 1 Shop AR217 Shop FOH power cable

Edison Cable Cable 9 Shop AR217 Shop Power extension cable ~130 ft
Ethernet Cable 1 Shop AR217 Shop Network cable ~160 ft
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Comm Matrix
Last Modified: 2-11-2026

Crew Device ID Role Name A B C D
Cel Gambrell ClearCom FSII-BP-XX 1 Role 1 SM Main - SFP SFP
Lily Devalk ClearCom FSII-BP-XX 2 Role 2 ASM1 Main SMPriv Call Call

Emma Johnson ClearCom FSII-BP-XX 3 Role 3 ASM2 Main SMPriv Call Call
Chris Bolender ClearCom FSII-BP-XX 4 Role 4 Chris Main SMPriv Call Call
Nick McEvilly ClearCom FSII-BP-XX 5 Role 5 LX1 Main LXPriv Call Call

Josh Langman ClearCom FSII-BP-XX 6 Role 6 LX2 Main LXPriv Call Call
Practicum Student ClearCom FSII-BP-XX 7 Role 7 LX3 Main LXPriv Call Call
Abbie Robinson ClearCom FSII-BP-XX 8 Role 8 SND1 Main SNDPriv Call Call

Nixe Negrin/
Practicum Student ClearCom FSII-BASE-II-X5 Main SNDPriv Call Call
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Startup Checklist
Last Modified: 2-12-2026

Shop Setup

FOH Setup

Stage Setup

Backstage Setup

Sound Check

Grab Clear Comm beltpacks and headsets. There should be 8 beltpacks and 9 headsets total.
Place batteries from the power banks into the Clear Comm beltpacks. Ensure they turn on.
Bring powered beltpacks and headsets upstairs to AR217 and distribute them to the team as needed.

Move console rack to FOH position.
Set up rack table for FOH. Grab a chair to sit at.
Turn on power for FOH rack.
Plug your Clear Comm headset into the Clear Comm base station on the FOH rack.
Grab laptop, laptop charger, PCC mic, SM mic, and go button out of FOH rack drawer.
Plug PCC mic into input 7 on the back of the console. Place mic on your table. 
(If in tech) Plug SM mic into input 8 on the back of the console. Place on SM table.
Turn on console.
Plug mac laptop into USB port on the console via adaptor. 
Plug computer charger into the FOH rack.
Plug go button into the mac laptop.
Boot up QLab if not open. 

Plug in power for all 7 speakers.

Turn on power for stage box backstage.

Ensure there are no warning symbols on the QLab show file.
Yell "noise!" and hit go on sound check ques in QLab. As you go through each queue, you should hear each speaker one by one. 



Show Duties

Shutdown Checklist

Sound Board Operator

Backstage Shutdown

Stage Shutdown

FOH Shutdown

Shop Shutdown

Before show, grab Clear Comm headset. Ensure you are on headset five minutes before the show starts.
Listen to stage management and press go when stage management says go. A cue would sound like, "sound (cue #), ready, go."
If a cue is missed, navigate QLab via the up/down arrows or by clicking on the next cue. Double clicking or pressing space will play the cue.
Continue show until complete. 

Shut off stage box.

Unplug power for all 7 speakers.

Shut off mac laptop. Unplug connected cabling. Keep laptop, charger, and go button together and place in FOH drawer.
Shut off the console.
Unplug PCC mic and place in FOH drawer.
Shut off FOH rack.
Tear apart FOH table and move FOH rack into the corner.

Collect all Clear Comm beltpacks and headsets from crew after the show.
Head down to the shop with the Clear Comm gear.
Once in the shop, take batteries out of Clear Comm beltpacks and place on charger banks for the next show. 
Once everything is put away, check in with team sound or stage management before leaving the building. 
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Revisions
NO. Date Note

Camera-1

Main HL
(Mackie SA1521z)
On Stage (On Floor)

Main HR
(Mackie SA1521z)
On Stage (On Floor)

HL
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HR
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Rear HR
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Laid on side backstage
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Stage Box

XLR Runs:

Ethernet Runs:

Power Runs

Cable Plot
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Revisions
NO. Date Note

Stage Box

SLink

Power Main HL

Side HL

Rear HL

Monitor

Allen & Heath AR2412

Audio Console

SLinkPower
Main HR

Side HR

Rear HR

Allen & Heath SQ-5

FOH Computer

QLab 1Power

QLab 2

Qlab 3

QLab 4

Apple Mac Laptop

QLab 6

QLab 5

Monitor Input

Monitor

PCC Mic

QLab 1

QLab 2

Qlab 3

QLab 4

QLab 6

QLab 5

Monitor

SM Mic

SM Mic

SM 58 SM Mic

Comm Basestation

SFP Out

ClearCom FSII-BASE-II-X5

SM Alt

Power

Comm 1
Headset

ClearCom FSII-BP-XX

RF

Comm 2
Headset

ClearCom FSII-BP-XX

RF

Comm 3
Headset

ClearCom FSII-BP-XX

RF

Comm 4
Headset

ClearCom FSII-BP-XX

RF

Comm 5
Headset

ClearCom FSII-BP-XX

RF

Comm 6
Headset

ClearCom FSII-BP-XX

RF

Comm 7
Headset

ClearCom FSII-BP-XX

RF

Comm 8
Headset

ClearCom FSII-BP-XX

RF

2

4

6

1

3

5

7

Antenna

Antenna

Comm 9
Headset

Mic In

Antenna A

Antenna

ClearCom FSII-TCVR-24-US

RF 1

RF 2

RF 3

RF 4

Power

Antenna B

Antenna

ClearCom FSII-TCVR-24-US

RF 1

RF 2

RF 3

RF 4

Power

One Cable

Main HL
Mackie SA1521z

Main HR
Mackie SA1521z

Side HL
QSC K8.2

Side HR
QSC K8.2

Rear HL
QSC K8.2

Rear HR
QSC K8.2

Monitor
QSC CP8

Multiple Cables

IEC

DC

DC

IEC

IEC
IEC

IEC

IEC

IEC

IEC

IEC

IEC

IEC

1

2

3

4

5

6

7

XLR Cable:

Power Cable:

USB Cable:

Ethernet Cable:

Black
Green

Blue

OrangeVEAL Signal Block Diagram
Scale: 1:161
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